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 Certified by ISO9001 International Quality Control System 
 
JXM-400VIE Series Countdown Pedestrian Lamps 

 Compliance with latest ITE specifications 

 Retrofit design & UV stabilized lens 

 MIL-STD-883 mechanical vibration 

 MIL-STD-810F moisture resistant 

 Compliance with FCC Title 47 

  Fully compatible with NEMA controllers/conflict monitors 

 
 
 
 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
All characteristics, including visual characters, chromaticity, moisture and vibration resistance, electronic noise, 
transient protection, etc., are conformed to standards specified in ITE LED Pedestrian Signal Modules.   
 
For additional technical information or sales support regarding these and other LED products, please contact 
us at (972) 480-0888 or visit our website at www.trastarusa.com. 
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Size 
Inches 16” X 18” 16” X 18” 

mm 407 X 450 407 X 450 

Configuration Fig. A (Pixilated) 
Fig. B     

(Incandescent Look) 

Symbol 

Hand Full Full 

Man Full Full 

Countdown 2 Digit 2 Digit 

Voltage (Typical) 120V – 60Hz 120V – 60Hz 

Voltage (Range) 80V – 135V 80V - 135V 

Power (W) 

Typical 

Hand 8 7 

Man 8 7 

Countdown 5 5 

*Optional Operations Dipswitch  
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